U LT R A F I LT R AT I O N U N I T

Safe drinking water
WORLD CLASS WATER TREATMENT TECHNOLOGY

High volume: 10,000 litres or more per day
Low capital cost; negligible ongoing costs
Lightweight and portable
Simple, 20-minute setup
Hassle-free manual operation; easy cleaning
Doesn’t require replacement parts
Filter life: lasts up to 10 years or more
without changing filters

ULTRAFILTRATION SYSTEMS
www.aquasolutions.com.au | info@aquasolutions.com.au

More of the precious drinking
water you need, with less
fuss and cost.
Choose the sustainable water
filtration solution, engineered for
harsh environments.
SkyHydrant provides safe, clean drinking water for
hundreds of thousands of people, in 57 countries.
The patented ultrafiltration technology removes
disease-carrying pathogens including bacteria, protozoa
and viruses as well as dirt and turbidity.
It's the best solution to produce high volumes of drinking
water in remote locations and hard-to-reach areas.
That's because SkyHydrant overcomes the limitations of
most other water filtration methods, for domestic and
commercial use.
SkyHydrant is the low-cost solution that's light enough to
carry yet capable of producing more than 10,000 litres of
clean water every day. It's fast and simple to set up, as
well as easy to operate and maintain. It requires no
power and can last for 10 years or more and, best of all,
the filter does not need replacing.
That means affordable, safe, clean drinking water for
you, your family and your community - anytime,
anywhere!

3 simple steps to produce
safe, clean drinking water
The technology is simple.
The operation is simple.
The results are outstanding.
SkyHydrant ultrafiltration uses thousands of tiny,
hollow fibres to filter out contaminants and produce
safe, clean drinking water, in 3 simple steps:

1. Dirty water in
Water flows into SkyHydrant at low pressure. It uses the
effect of gravity from an overhead tank, or a pump fitted
with a pressure-reducing device.

2. Dirty water filtered
Contaminants are trapped in a maze of microscopic
pores in the filter’s fibres, leaving clean, clear water to
pass through. The trapped contaminants are flushed
away for contaminated removal.

3. Clean water out
Safe, clean drinking water - free of turbidity and
pathogens - is ready for storage, or to be piped directly
to domestic or commercial water supplies.

SkyHydrant ultrafiltration
removes pathogens and
turbidity
The World Health Organisation (WHO) Guidelines for
Drinking-water Quality classifies ultrafiltration as
complete removal of bacteria and viruses from water.
The ultrafiltration system removes pathogens, including protozoa, parasites, bacteria and viruses; and it
removes turbidity: the suspended particles which
make water dirty or cloudy.
It doesn't remove dissolved chemicals or minerals
such as salt.
SkyHydrant ultrafiltration has been independently
tested in the United States, Australia and New
Zealand.
It's been tested in line with the internationally recognised Australian Standard AS/NZS 5667 Water Quality
– Sampling, in laboratories accredited by the National
Association of Testing Authorities, Australia (NATA).
The ultrafiltration technology has also been tested by
government authorities, notably from the prestigious
California Department of Health Services Certification
Testing.

Quick and easy to set up,
hassle-free to operate
and maintain
SkyHydrant comes with step-by-step instructions, so
you don’t require technical skills or special knowledge
to set up, operate or maintain the unit.

Quick to set up

In remote locations and
hard-to-reach areas, SkyHydrant
is the affordable, simple solution
for safe, clean drinking water
Operating in 57 countries, chosen by 68 international
aid organisations, and supplying hundreds of remote
communities,
Domestic
use worldwide, SkyHydrant has the
Need water for drinking, cooking, cleaning and
washing? SkyHydrant is the perfect water filtration
solution for homes supplied by ground water (well or
cistern) or surface water (lake or river).
Connect SkyHydrant to dams, creeks, springs and
waterholes to produce clean water for farms.

Domestic
Use

Community
Use

Portable
Use

Because it's lightweight and
portable, you can pack away, store
and transport SkyHydrant for use at
different locations. That means clean
water for remote sites, work camps
and travellers — anytime, anywhere.
Connect SkyHydrant to dams,

Commercial
Use

SkyHydrant is ideal for supplying
water kiosks, point-of-sale bottled
and bulk water producers, water
distribution networks and mobile
water vendors, as well as water
treatment plants and portable water
treatment operations.

Pre-treatment
Use

A suitable pre-treatment device for
reverse osmosis, nanofiltration and
other water treatment operations,
using SkyHydrant helps to reduce
the load and prolong the life of more
expensive equipment.

Easy to clean
With a little regular maintenance, SkyHydrant's filter
module is designed and engineered to last for years.
Just follow the simple, manual cleaning process.
Daily mechanical cleaning frees contaminants trapped
by the filter fibres and flushes them away. Weekly
chemical cleaning using chlorine, or monthly cleaning
using citric acid, removes accumulated organic
matter and other contaminants left behind during the
mechanical cleaning.

Use SkyHydrant to provide safe
drinking water and hygienic
hand-washing water in remote
communities, villages, schools and
health clinics.
Connect SkyHydrant to dams,
creeks, springs and waterholes to
produce clean water.

Once you've chosen the right location, simply unpack
the unit, make a few plumbing connections, prime it,
and you can start producing safe, clean water,
immediately.
SkyHydrant can be freestanding or wall-mounted, and
comes with feet and wall brackets.

Need water for drinking, cooking,
cleaning and washing? SkyHydrant
is the perfect water filtration solution
for homes supplied by ground water
(well or cistern) or surface water
(lake or river).

S P E C I F I C AT I O N S

MAX
Nominal 12,000 ltrs/day
using low turbidity
feed water

GEM

ECO
Nominal 8,000 ltrs/day
using low turbidity
feed water

Nominal 6,000 ltrs/day
using low turbidity
feed water

HEIGHT: 143 cm

HEIGHT: 102 cm

HEIGHT: 82 cm

DEPTH: 18 cm

DEPTH: 18 cm

DEPTH: 18 cm

WIDTH: 25 cm

WIDTH: 25 cm

WIDTH: 25 cm

KG (DRY): 13 kg

KG (DRY): 11 kg

KG (DRY): 9 kg

KG (WET): 32 kg

KG (WET): 26 kg

KG (WET): 21 kg

MODEL NO:

MODEL NO:

MODEL NO:

SH-MAX1200

SH-ECO800

SH-GEM600

POD
Nominal 4-6,000 ltrs/day
using low turbidity
feed water

POD
Nominal 3-4,000 ltrs/day
using low turbidity
feed water

HEIGHT: 80 cm

HEIGHT: 60 cm

DEPTH: 20 cm

DEPTH: 20 cm

WIDTH: 18cm

WIDTH: 18cm

KG (DRY): 7 kg

KG (DRY): 6 kg

KG (WET): 19 kg

KG (WET): 14 kg

MODEL NO:

MODEL NO:

SH-POD600

SH-POD400

ULTRAFILTRATION
REMOVAL CRITERIA:
(to 0.04um nominal)
Ultrafiltration WILL
REMOVE:
PATHOGENS (disease causing
organisms) removed (to log reduction
value > 4) by ultrafiltration include:
Bacteria
Protozoa
Cysts
Helminths

Total coliform TC
Total coliform TC
Ecoli
Virus

TURBIDITY (DIRT)
TOTAL SUSPENDED SOLIDS (TSS)
IRON & MANGANESE
ARSENIC MANGANESE
The World Health Organisation (WHO)
reports that ultrafiltration provides complete
removal of bacteria and viruses (disease
causing pathogens) as outlined in WHO
document “GUIDELINES FOR DRINKG
WATER QUALITY” under “Treatment
Process” as referenced in the WHO website.

The sustainable solution,
engineered for harsh environments

With its ease of use, low cost per person, and long life
with no need for replacement parts, SkyHydrant is the
sustainable choice for producing safe, clean drinking water
— simply, affordably, anywhere.

Safe, clean drinking water

Each SkyHydrant unit can produce up to 10,000 litres or
more of clean water, every day. That's enough water
for the essential domestic needs of 500–1000 people.
It treats most non-saline surface and ground waters using
chemical-free filtration.
High-volume output means SkyHydrant suits domestic,
community and commercial uses. Freestanding or
wall-mounted, use it standalone or configured into
multi-unit banks to satisfy all of your short- and long-term
water needs.

Simply

Quick and easy to set up, SkyHydrant produces clean
water immediately. You don't need technical skills or
special knowledge to set up, operate or maintain the
unit.

Affordably
Ultrafiltration WILL NOT
REMOVE:
CHEMICALS: including Arsenic,
Cadmium, Chromium, Copper, Cyanide,
Fluoride, Lead, Mercury, Nickel, Nitrate,
Nitrite, Sulphate
MINERALS (hardness)
SALINITY AND SALTS
TOTAL DISSOLVED SOLIDS (TDS)
UNPLEASANT TASTES

SkyHydrant is engineered to last 10 years or more. Best
of all, no replacement filters are required. It's a
low-cost solution with negligible ongoing costs.

Anywhere

Water inflow works on a gravity feed (min. 2m water head
pressure). No power is required. That makes
SkyHydrant the perfect choice for remote locations and
hard-to-reach areas. Lightweight and portable,
SkyHydrant is easy to store, transport and redeploy. Take
it wherever you want to go.

Choose the simple, affordable solution
for safe, clean drinking water, wherever
you
need it ...

Designed and manufactured in Australia by:

www.aquasolutions.com.au
ABN: 32 134 373 676
Tel: +61 7 55 233 888
info@aquasolutions.com.au
5/23 Enterprise Avenue
Tweed Heads South NSW 2486
Australia
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